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M8/M8A/MS8B

Patient Monitor

MS (12.17) MSA (10.4”) MSB (10.1”)

12.1” /10.4” /10.1” color TFT display

Pacemaker detection, defibrillation and electrosurgical interference protection

720s long time full-disclosure waveforms review

SpO:z pulse-tone modulation (Pitch Tone)

Full ECG waveform display

Nurse Call function and bi-directional communication with MFM-CMS central station
Powerful data storage capacity and power off storage

VGA output (optional)

Complete and flexible mounting solution for transportation and in-patient monitoring

Data management by PatientCare viewer PC software

Standard parameters: 3/5-lead ECG, EDAN SpOz, RESP, NIBP, 2-TEMP, PR
Optional: Thermal Recorder, WLAN accessory kit, 2-IBP, Philips Respironics LoFlo™
Side-stream CO2 and CAPNOSTAT®5 Main-stream for intubation and non-intubation

application.

Portable and reliable total monitoring solution
for Intensive care / Intermediate care

Global leading technology with unique plug-and-play feature while
switching between sidestream and mainstream

LoFlo™ sidestream CO2 for intubated

and non-intubated patients

Low sample velocity of flow which is especially suitable for
neonatal patients (50ml/min)
Filter tip (Patient) to obstruct the water vapor from contamination

No need for water trap

CAPNOSTAT®5 mainstream COz for

intubated patient

Suitble for any traditional breathing machine

No need to calibrate at a regular basis

Short warm-up time

Storage Capability

96 hours graphic and tabular trends of all parameters

500 NIBP measurement

60 alarm events

Easy to view long term historical data

EDAN M8 series support external USB storage.The stored data are
able to review by plug the flash disk on monitor/manage on PC.

Mounting Solution

Complete and flexible mounting solution
for ICU and operation room

With a variety of highly innovative
mounting system.

Network Solution

Recorder

Built-in thermal Printer
Print Speed: 25mm/s 50mm/s

Wired/Wireless LAN Nurse call
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Display Modes

3/5 leads ECG analysis OxyCRG for Neonatal Large font display Trend Screen Mode

EtCO2 Waveform
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